
XA55x9.5BESM
9.5 - 525mm  1 : 1.7

HDTV Field Zoom Lens

STUDIO /FIELD LENS

55x Zoom Ratio and 525mm Maximum Focal Length

Built-in OS-TECH Optical Stabilizer, Camera Bracket

Equipped with Hi-Resolution Encoders as Standard

which is required for virtual system



Optional Control Kit 55x Zoom Ratio, High Optical Performance
By our state-of-the-art optical simulation 
system, this lens goes together 
55x zoom ratio and high optical 
performance such as high transmission and 
color reproducibility. Focal length from 
9.5mm to 525mm will also play an important 
role in shooting on sports event and live 
performance.

Built-in Camera Bracket

Specifications

As a successor of our popular XA50x9.5, our new XA55x9.5 also features
built-in camera bracket. This function contributes to save total budget for 
customers and have more choices of cameras than before.

Built in OS-TECH, 
Optical Stabilized 
Technology

High efficiency improved 
optical stabilized technology 
is built in the XA77x. Fujifilm 
can offer customers 
stabilized clear images as 
standard, and additional 
special facilities.

XA55×9.5BESM
9.5-525mm / 19-1050mm

55 ×

2 ×

1:1.7(9.5mm-308mm)  1:2.9(525mm)

3.0m

(1×) (2×)

9.5mm 2782mm × 1564mm  
525mm 51mm × 29mm

19mm 1406mm × 790mm
1050mm 26mm × 15mm

9.5mm 53°34' ×31°41‘
525mm 1°03'×0°35'

19mm 28°20'×16°09‘
1050mm 0°32'×0°18'

  
(1×) (2×)

  
  

253mm(H) x 253mm(W) x 876mm(D)

24.8kg

Model Name

Focal Length (1×) / (2×)

Zoom Ratio

Extender

Maximum Relative Aperture (F-No.)  
Minimum Object Distance (M.O.D.) 
from Front Lens

Object Dimensions at M.O.D.
16 : 9 Aspect Ratio

Angular Field of View
16 : 9 Aspect Ratio

Approx. Size (H × W × L)

Approx. Mass 

Without Stabilizer With Stabilizer

The Principle of Anti-Vibration Device
1.Without vibration 2.With vibration 3.After compensation

Moving direction of the
compensating optics

Compensating
optics

Object
side

Image
plane

Anti-vibration device

Vibrated
image

Compensated light ray 

XA55x9.5BESM
HDTV Field Zoom Lens

SS-31D

Servo Focus
Servo Zoom

Mounting Clamp
MCA-36

Focus Position
Demand Unit
EPD-31A-D02

Focus Servo 
Module
ESM-D51B

Zoom High Speed 
Servo Module
ESM-D52B

Connection Cable
EFZ-11E

Zoom Rate
Demand Unit
ERD-30A-D01

Lens

MS-31D

Focus Manual 
Module
EMM-D51B

Zoom High Speed 
Servo Module
ESM-D52B

Flexible Cable
BFC-36

Focus Grip
BFH-1A

Connection Cable
ELZ-11D

Zoom Rate
Demand Unit
ERD-30A-D01

LensManual Focus
Servo Zoom
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http://www.fujifilm.com/products/optical_devices/tv_cine/

*XA55x9.5BESM without lens supporter model is also available.


